
Phone: 801 798-9092 
Fax: 801 794-0462 

Email: pestcontrol@sfcn.org 

664 East 200 North 
Spanish Fork, UT 84660 

Recommended 
Watering 
Schedule  

 Pest Control  / 
Lawn Care 

 

Month  Interval  

April  Every 4-5 Days 

May          Every 3-4 Days 

June          Every 3-4 Days 

July          Every 2-3 Days 

August        Every 3 Days 

September  Every 5-6 Days 

October     Every 10-14 Days 

LAWN WATERING LAWN WATERING LAWN WATERING LAWN WATERING 

GUIDELINESGUIDELINESGUIDELINESGUIDELINES    

 PEST CONTROL  / 

LAWN CARE 

 801 798-9092 

Your local Lawn 
Care Professional 

MATTINSON 



 The average homeowner will 

waste more than 25% of their outside 

water this year on their lawn. Take a 

minute to check your sprinkler system, 

using the following guidelines, and get 

maximum use from your sprinkler sys-

tem. Is the water you are using being 

evenly distributed over your lawn? Find a 

few containers in your home, and measure the 

amount of water each section of your lawn is 

getting. Repair heads and set stations accord-

ing to your findings.  

• How much are you watering? On av-

erage, you should be watering 1/2”-3/4” 

each day that you irrigate. On average this 

takes spray type heads 20-30 minutes and 

rotor type heads 45-60 minutes depending 

on how good the coverage is. 

• How often should you water?  During 

the hot summer months, you should water 

once every 2-3 days, giving an extra day 

for exceptional heat, or skipping a day dur-

ing a rainy, cool week. In the spring and 

fall, you can reduce irrigation to once 

every 4-5 days. Never water everyday. 

Lawn should be allowed to dry out be-

tween waterings to avoid conditions con-

ducive for fungus. 

• Always water deep and infrequently in-

stead of shallow and frequently. 

• If watering is not keeping the lawn alive 

there could be something else going on 

such as grubs or fungus, please call us with 

questions or concerns.  798-9092 

The average 6 station sprinkler system uses over 

2,500 gallons of water per watering. Eliminating one 

or two waterings can reduce your usage by thou-

sands of gallons each month.  

To check if your lawn needs water, step on it. If it 

springs back when you step off, it doesn’t need wa-

ter. If there are spots turning a bluish/grey cast, these 

spots need water, not the entire lawn. Use a hose 

and sprinkler to water these areas. If pulling hose is 

not an option, only water the station that is dry. 

Over time the roots will grow deeper requiring less 

water to be applied. 

Check to see if you are watering sidewalks, drive-

ways, streets or gutters, and adjust the sprinkler 

heads as needed. 

Remember, it is best to water in the evenings and 

morning’s when the sun is not out and temperatures 

are not hot. This will minimize evaporation, utilizing 

more of the water.  Some areas of the county have 

windy conditions consistently in the mornings, avoid 

watering during these times. 

Cut back watering on cool or rainy days.  

Set your lawn mower blades no less than 3” during 

the warmest part of the season. Longer grass means 

less evaporation. Mulching your lawn reintroduces 

moisture and nutrients which aids in moisture reten-

tion. 

Put a layer of mulch around trees and plants. This 

will also reduce evaporation.  

Water conservation. It’s up to 
you! 

WATER MEASUREMENT 
MADE EASY!!  

To get the most efficient results from your sprinkling system, try 
these simple steps to calculate how to set your clock to achieve 

the desired amount of water: 

• Use empty, shallow, flat bottomed containers. 3 or 
4 evenly spaced containers should suffice for a 
15’x15’ lawn. Use more  cans or cartons for a lar-
ger lawn.  

• Mark the cans at 1/2”, and  measure the amount 
of time it takes to fill the containers to your mark. 
This is the amount of time to set your clock for this 
particular station.  

note: If you have slopes or very clay like soil that is causing           
runoff or standing water break up your watering cycle into inter-
vals totaling the same amount of time.   

i.e. 21 min. divided by 3 start times= 7 min per cycle.  
To set the clock for multiple cycles first set the amount of time 
desired on each station (the divided amount), then set multiple 
start times having each cycle follow one right after the other 

achieving all cycles in one evening or day. For further instruc-
tions on how to set your particular clock check in the “Owners 
Manual” 

• Avoid placing containers close to your sprinkler 
heads or near the edge of your lawn area.  

• If you water only part of your lawn at one time, 
repeat the tests for each area.  

• If you have brown and green spots on the same 
station place cans in both brown and green areas 
to see if there is a difference. Adjust as needed. 

• Always fix or replace broken or clogged sprinkler 
heads promptly to reduce stress.  

 
Due to differences in each sprinkler system  please use 
this information as a guideline or starting point. Each 
persons results will vary. 


